


Funkwerk Enterprise Communications GmbH 
John-F.-Kennedy-Str. 43-53
D-38228 Salzgitter 

Phone:  +49-1805 - 66 99 92*
Fax:  +49-5341 - 285-709

www.messaging.funkwerk-ec.com

Te
ch

ni
ca

l s
pe

cifi
 ca

tio
ns

 ar
e s

ub
je

ct
 to

 ch
an

ge
. P

ic
tu

re
s: 

Fu
nk

we
rk

 E
nt

er
pr

ise
 C

om
m

un
ica

tio
ns

, K
ilo

vo
lt 

/ R
P 

Bo
ss

e. 
 *)

 1
4 

ct
/m

in
 w

he
n 

di
al

lin
g f

ro
m

 an
y G

er
m

an
 fi 

xe
d 

ne
tw

or
k.

funkwerk FC4
DECT� industrial handset 

Funkwerk presents a new generation of terminals with 
the handset family funkwerk FC4. We attached great 
importance to signifi cant presentation of led telephone 
traffi  c activities and of fast reaction possibilities. 

Incoming calls as well as entries in call list, redial call list and 
connection list will be automatically combined with name 
entries and presented. Indication of missed calls and 
messages. 

Th e user has constantly a clear overview of the actual status 
of the apparatus. Important functions such as call-back, 
entrance in the phonebook or redial call list are accessible 
through a shortcut.

Th e high-defi nition, illuminated colour display, the new 
designed symbol-based LCD window and the also illumi-
nated keypad with coloured menu buttons cater for an easy 
and pleasant handling of FC4.

Handsets of the FC4 series are most ergonomic. Th e contem-
porary battery technology with the most modern Power 
Management and the manifold possibilities of confi guration 
for handling and signalling provide it. Th at means: Addi-
tional safety for handling and information.

Technical data DECT� handset funkwerk FC4
Dimensions  L x B x H, in mm  Approx. 141 x 47 x 20
  (with clip* ca. 141 x 47 x 30)
 Weight (with battery)  Approx. 106 g (with clip* 113 g)
Protection category and 
temperature range  IP-protection category  IP 65 (protected against water 
  jets and dust-proof)
 Height of fall (every side 
 on concrete)  2 m (without malfunction)
 Permissible temperaure range  Operation: –10 … +55 °C 
  Charging: +5… +40 °C
  Storage (short-term): 
  –25… +55 °C
Power supply  Li-Ion-rechargeable battery type  650 mAh
 Charge time  Approx. 5 hours
Handset airtime  Standby  Approx. 32 – 150 hours**
 Talking  Approx. 12 – 17 hours**
DECT™ HF  Frequency range  1.88 … 1.9 GHz
 Transmitting power  10 mW; peak value 250 mW
Acoustic  Acoustic signalling  80 – 90 dB SPL***
  At a distance of 30 cm
 Loudspeaker  on the backside
 Hands-free  Excellent voice quality
 Vibrating alert  Additional or silent signalling
Memory  Mem-Card  128 KB for phone book and
  call lists as well as all user-data

Accessories for funkwerk FC4
Charger and battery  Single charger
 Comfort charger for additional battery charging
 Spare battery
Belt clip  Robust, screwed
Headsets  Headset with hook-off  button, headset socket on the side
Bags  Leather bag, holster with belt-loop
 Protection case, totally closed with plastic window
Soft ware  Mem-Card-Tool for Windows 2003, XP and Vista,
 including USB card reader

*) Accessories
**)  With / without idle light
***)  For noisy environment, choosable ring tone
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